
 

  

  

   

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

  

 

 

 

 

 

  

 

 

MAINTENANCE-FREE SEALED BATTERIES  
AS STANDARD 

NexSs heys® TPPL technology with capacities up to 

180Ah: 

 Completely maintenance-free 

 Opportunity charging without damaging the batteries  

 99% recyclable 

MODELS 

Silver S16-160, capacity kg 1600, 180Ah battery 

Silver S16-140, capacity kg 1400, 120Ah battery 

 

MAIN STANDARD FEATURES 

High-grip polyurethane drive wheel and single polyurethane load rollers 

IP56 protection rating, fully washable with fresh water 

NexSys® sealed batteries: 24V 180Ah (S16-160) and 24V 120Ah (S16-140) 
External automatic high-frequency (HF) battery charger 

Turtle mode button for easier manoeuvring in confined spaces  
(allows low-speed operation with the tiller in the upright position) 

Maintenance-free AC traction motor 
 

OPTIONAL EQUIPMENT 

Aisi316 Stainless steel construction 

Tandem load roller 

Alternative fork dimensions / Custom-built versions 

 

TILLER 
Its extended length helps keep the 
operator at a safe distance from the 
truck and makes steering easier. 

Exceptionally easy to manoeuvre,  

even with minimal effort. 

FULLY WASHABLE 
IP56 protection: it can be washed with fresh water, even using preassure  

 

  

SILVER S16 
Built in Aisi304 stainless steel 

NARROW & COMPACT 

The narrowest in its class! 

At just 65 cm wide, you can 
manoeuvre easily through production 
areas. 
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Logimach Srl 

Via Cerchia di Sant’Egidio, 850 - 47521 Cesena (FC) - Italy 

Tel +39 0547 381150 - www.logimach.it - info@logimach.com 

 

SILVER S16 
Ch
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1.1 Manufacturer  Logimach 
1.2 Model  SILVER S16-140 SILVER S16-160 
1.3 Drive  Electric 
1.4 Operator type   Pedestrian 
1.5 Rated load capacity Q (t) 1.400 1,600 
1.6 Load centre c (mm) 600 
1.8 Distance between the centre of the front axle and the back of the forks x (mm) 945 
1.9 Wheelbase y (mm) 1.365 

W
eig

h 2.1 Service weight kg 384 426 
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sis
 3.1 Tyres, drive end / Load end (PU=Polyurethane)  PU/PU 

3.2 Wheel size, drive end mm 230x75 
3.3 Wheel size, load end mm 82x90 
3.4 Support castors (dimensions) mm 100x40 
3.5 Number of wheels drive end/load end (x=powered)  X1/2/2 
3.6 Track width, drive end b10 (mm) 506 
3.7 Track width, load end b11 (mm) 390 

Ba
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4.4 Stroke h3 (mm) 110 
4.9 Height of tiller in driving position, min/max h14 (mm) 1.020/1.290 
4.15 Ground clearance, lowered forks h13 (mm) 85 
4.19 Overall length l1 (mm) 1.715 
4.20 Length incl. Fork backs l2 (mm) 564 
4.21 Overall width b1 (mm) 650 
4.22 Fork dimensions s/e/l (mm) 55/150/1.150 
4.25 Overall fork width b5 (mm) 540 
4.32 Ground clearance, centre of the wheelbase m2 (mm) 30 
4.34 Working aisle width with 800x1,200 pallet lengthways Ast (mm) 1.985 
4.35 Turning radius Wa (mm) 1.529 

Pe
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 5.1 Travel speed laden/unladen km/h 4,5/4,5 5,5/5,5 

5.2 Lifting speed laden/unladen m/s 0,06/0,08 
5.3 Lowering speed laden/unladen m/s 0,11/0,03 
5.8 Maximum gradeability, laden/unladen % 10/18 10/22 
5.10 Service brake  Electromagnetic Electromagnetic 

El
ec
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 6.1 Drive motor, rating at S2=60 min kW 1,2 

6.2 Pump motor, rating at S3=10% kW 2,2 
6.4 Battery voltage, rated capacity K5 V/Ah 24/120 24/180 
6.5 Battery weight kg 95 137 

 8.1 Type of Drive Control  AC 
8.4 Sound pressure level at operaror’s ear (ref. EN 12053) dB(A) <70dB 
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Stainless steel electric pallet truck 

http://www.logimach.it/
mailto:info@logimach.com

